
CTL340 Elite Line Voltage PAR38 Step Cylinder Track Fixture

S PE C  # CNT 109674

B R A N D ConTech

D E S C R I PT I O N

Elite Line Voltage PAR38 Step Cylinder Track
Fixture features step back styling with deep black
phenolic baffle to conceal lamp and provide glare
control. Integral on-off switch and track polarity
indicator are standard. Finish available in Black or
White. For use with Con-Tech systems only. One
120 volt, 150 watt PAR38 or 120 watt BR40 medium
base halogen lamp or LED equivalent is required,
but not included. 5.75 inch width x 8.25 inch depth
x 12 inch height. Suitable for dry locations. UL
listed.

S H A D E  C O L O R N/A

B O DY  F I N I S H White

WAT TA G E 150W

D I M M E R Dimmable

D I M E N S I O N S 5.75"W x 12"H x 8.25"D

B U L B  N O T  I N C L U D E D

L A M P 1 x PAR38/Medium (E26)/150W/120V Halogen

1 x BR40/Medium (E26)/120W/120V Incandescent

1 x PAR38/Medium (E26)/120V LED

1 x BR40/Medium (E26)/120V LED

S P E C  # CNT109674
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https://www.lightology.com/
https://www.lightology.com/index.php?module=prod_detail&prod_id=109674
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