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Kable Lite Jane Head
By Visual Comfort Architectural

OTHER BULB OPTIONS . . . . . . . . . . . . . . 1 x MR16/GU5.3 (bipin)/12V LED

BULB NOT INCLUDED . . . . . . . . . . 1 x MR16/GU5.3 (bipin)/75W/12V Halogen

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5"L x 1"W

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 75W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Chrome

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

K-Jane drops below the cables and the head
pivots 220 degrees on two axis. For cable
separations of up to twice the length. Field-
cuttable. Finish in Satin Nickel. Available in 5, 12 or
24 inch length. One low voltage GU5.3 MR16 lamp
of up to 75 watts is required, but not included.
Works with SORAA. ETL listed. Compatible
accessories and optical controls sold separately.
ETL listed. Available in 5, or 24 cable separation
versions. Compatible with Kable Lite system only.
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