
lightology.com
866-954-4489

07-29-26

Project:

Company:

Location: Fixture Type:

SPEC #: TLG11987

Approved On: Approved By:

2-Circuit Monorail Isolating Connector
By Visual Comfort Modern

BULB . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.1"W x 0.3"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

Two-circuit Monorail isolating connectors join
sections of rail and isolate power feeds from each
other. Two common uses are in runs using more
than 300 watts or in runs over30 feet where two
power feeds are required to avoid voltage drop.
All dual-feed canopies are shipped with isolating
connectors. Order additional if required by layout.
Set of three. ETL listed. 1.1W x 0.3H.
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