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T-Trak 1-Circuit OM CMH MR16 Head
By Visual Comfort Modern

BULB . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . 5.2"L x 2.8"W x 3.3"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . Not Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 20W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Satin Nickel

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

T-Trak 1-Circuit Om Head features a solid metal
body and lens in satin nickel finish. Versatile head
with an integrated energy saving electronic
ballast. Pivots vertically 180 degrees, rotates
horizontally 350 degrees.  One 20 watt, 120 volt
GX10 base MR16 ceramic metal halide is required,
but not included. Can hold up to 2 optical
controls, sold separately. Direct light distribution.
2.8 inch diameter x 3.3 inch depth x 5.2 inch
length.
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