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LET-75W 12V/240V Input Electronic Transformer
By Lightech

BULB NOT INCLUDED . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . 2.52"L x 1.34"W x 0.83"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 75W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

LET 75W electronic 12V AC remote transformer
features electronic internal resettable short circuit
protection and auto-reset thermal cut-off at 125
degrees Centigrade. Maximum load is 75 watts.
Minimum load with dimmer is 20 watts. Input is
230-240v 50/60hz. Output at maximum load is
11.6v40khz. Waterproof potting and plastic casing.
Dimmable with low voltage electronic dimmer.
Transformer meets CE standards. Lead wire is 6
inches long. Body is 1.34W x 0.83H x 2.52L.
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