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T8 G13 Base 17W 120V 3500K
By General Electric

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 1325 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 77.94

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3500K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 78 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 24000 hours

Technical Information

BULB . . . . . . . . . . . . . . . . . 1 x T8/T8 Bipin (G13)/17W/120V Fluorescent

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . 23.78"L x 1.1"W

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . Not Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 17W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

Ecolux Starcoat linear fluorescent lamp provides
significantly longer life than standard lamps.
Rated average life of 24,000 hours. 78 CRI.
Features 4100K color temperature. 1325 lumens.
17 watt, 120 volt, T8 medium bi-pin (G13) base
fluorescent lamp. 1.1 inch diameter x 23.78 inch
length.
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