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MultiVapor Quartz Metal Halide ED37 E39 Base 400W 120V
By General Electric

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . 33100 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 82.75

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 65 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 15000 hours

Technical Information

BULB . . . . . . . . . 1 x ED37/Mogul (E39)/400W/120V High Intensity Discharge

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . 11.5"L x 4.625"W

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 400W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Clear

Specifications

Description

GE Multi-Vapor Metal Halide lamps feature
sparkling white light, high operating efficiencies
and long life. 65 CRI. 33,100 lumens. 4000K color
temperature. Rated average life of 15,000 hours.
400 watt, 120 volt, ED37 E39 mogul screw base
hight intensity discharge quartz metal halide
lamp. 4.63 inch diameter x 11.5 inch length.
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