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PAR30 White Flashed Opal Lens
By Abrisa

BULB . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3.75"W

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

Specifications

Description

PAR30 white flashed opal glass consists of a
colorless base glass which serves as a carrier
material and a thin white flashed layers. White
flashed opal glass is manufactured with a
constant white flashed layer of 1mm (.04 inch)
over clear clear. Can be tempered if needed. It is
largely insensitive to the action of water, acids,
alkalis and salt solutions. Available for MR11, MR16
and PAR30 lamp options. Provides ideal diffusion.
3.75 inch diameter.

Notes:

https://www.lightology.com/

	Project 1: 
	Company 1: 
	Location 1: 
	FixtureType 1: 
	ApprovedOn 1: 
	ApprovedBy 1: 


