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Lytespan Basic 1 Circuit Joiner Track
By Lightolier by Signify

BULB . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . 96"L x 1.16"W x 0.75"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Matte White

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

Basic Lytespan 1 Circuit Joiner Track is a one
circuit electrical distribution system designed to
support and supply all Lytespan lighting units in a
flexible manner. The track can be installed
individually in straight runs or in a variety of
patterns, installed vertically or horizontally on
walls, and can be cut in the field. Electrical
capacity is 20 amps at 120 volts per branch circuit
(2400 watts incandescent load).Includes Mini
Coupler. Available in an 8 foot section. Finish
available in Matte White, Matte Black or
Aluminum.
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