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Description

C3MRPA Calculite Evolution 3 Inch Adjustable
Pinhole Accent Trim features a 1.25 inch diameter
miniature baffle and built-in aperture shield to
minimize and block view into fixture. Provides 0-35
degree vertical tilt up to 1inch ceiling. Lockable 25
degree maximum tilt in ceilings 1.25 inch to 2 inch
thick. Available with a Matte White painted flange
and Matte Black or Matte White baffle, or Satin
Aluminum flange and Satin Aluminum baffle, or
flangeless (trimless) in Matte White, Matte Black or
Satin Aluminum. Includes high temperature soft
focus lens. One 12 volt, GU5.3 MR16 halogen lamp
up to 65 watts is required, but not included. Lamp

wattage dependent on frame-in kit/trim
combination. UL listed for damp locations. A
complete fixture includes a frame-in kit and a trim
kit, sold separately. Flangeless trim requires a
Plaster Trim Ring accessory, sold separately.

Specifications

REFLECTOR/BAFFLECOLOR . . . . . . . . ... .. Matte Black / White Trim
BODYFINISH . . . . . . . .. N/A
WATTAGE . . . . . . o e 50W
DIMMER . . . . . o N/A
DIMENSIONS . . . . . . . . .. 3'"W
BULBNOTINCLUDED . . . . . . .. .. 1x MR16/GU5.3 (bipin)/50W/12V Halogen
OTHERBULBOPTIONS . . . . . . . . ... ... 1x MR16/GU5.3 (bipin)/12V LED

Technical Information

APERTURESIZE . . . . . . . . . oot 1.250"
APERTURE SHAPE . . . . . . . . . . . o it Pinhole
CEILINGTYPE . . . . . . . . o Drywall with Trim
FUNCTION . . . . . . o oo e e Adjustable Accent

Notes:
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