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Margin Stainless Steel Trim Exterior Wall Recessed
By Ghidini Illuminazione

BEAM ANGLE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 92°

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . . Italy

BULB INCLUDED . . . . . . . . . . . . . . . . . . . . 20 x LED/0.1W/24V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . 5.28"L x 10.2"W x 3.3"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . Stainless Steel

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Clear

Specifications

Description

Margin wall stainless steel trim exterior wall
recessed fixture with clear or frost sodium
calcium tempered glass 4mm thick diffuser and
AISI 316L 2mm thick stainless steel trim. Flush
aluminum or non flush aluminum trim versions
available. Rough in housing made of
Cataphoreses treated iron included. Suitable for
use in poured concrete. LED version comes with
twenty 24 volt LEDs, total wattage 2 watt. EN-
AB47100 die-cast aluminum body is highly
resistant to oxidation. Silicone sealing gasket. A2
stainless steel screws dipped in water resistant
lubricating solution facilitates easy opening for
maintenance. IP66 rated. ETL listed for wet
location. Made in Italy. Housing depth 5.28". Trim
size 3.3"H x 10.2"W.
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