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424 Series 6 Inch Low Voltage Pinhole Baffle Trim 
By Juno Lighting

FUNCTION . . . . . . . . . . . . . . . . . . . . . . . . . . Adjustable Accent

CEILING TYPE . . . . . . . . . . . . . . . . . . . . . . . . . Drywall with Trim

APERTURE SHAPE . . . . . . . . . . . . . . . . . . . . . . . . . . . Pinhole

APERTURE SIZE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3.500"

Technical Information

OTHER BULB OPTIONS . . . . . . . . . . . . . . 1 x MR16/GU5.3 (bipin)/12V LED

BULB NOT INCLUDED . . . . . . . . . . 1 x MR16/GU5.3 (bipin)/35W/12V Halogen

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6"W

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Magnetic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 35W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . White / Black Baffle

REFLECTOR/BAFFLE COLOR . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

424 Series 6 Inch Low Voltage Pinhole Baffle Trim
is available with a White trim and Black baffle.
Features a 30 degree vertical adjustment and 358
degree rotation. One 12 volt, GU5.3 MR16 halogen
or LED equivalent lamp is required, but not
included. A low voltage magnetic transformer is
included with the trim. Use dimmers specifically
designed for low voltage magnetic transformers.
Lamp type and wattage dependent on housing/
trim combination (see attached Juno
manufacturer specification). A complete fixture
includes a housing and trim, sold separately.
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