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IC7 10 Inch SQ IC New Construction Housing
By Juno Lighting

CEILING TYPE . . . . . . . . . . . . . . . . . . . . . . . . . Drywall with Trim

HOUSING TYPE . . . . . . . . . . . . . . . . . . . . . . . New construction IC

HOUSING HEIGHT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7"

APERTURE SHAPE . . . . . . . . . . . . . . . . . . . . . . . . . . . Square

PRODUCT DIMENSIONS . . . . . . . . . . . . . . . . . . . . . Cutout: 10.6in sq

Technical Information

OTHER BULB OPTIONS . . . . . . . . . . . . . 1 x A19/Medium (E26)/120V LED

BULB NOT INCLUDED . . . . . . . 1 x A19/Medium (E26)/72W/120V Incandescent

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . 20.4"L x 11.7"W x 7"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard 120V

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 72W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Aluminum

REFLECTOR/BAFFLE COLOR . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

IC7 10 Inch Square IC Housing features double
wall construction. IC designation allows housing
to be completely covered with insulation.
Accommodates ceiling thickness up to 1 inch
thick. One 120 volt, 100 watt A-type medium base
incandescent/halogen or LED equivalent lamp is
required, but not included. Consult lamp
manufacturer for dimmer compatibility when
using LED equivalent lamp. UL listed for through-
branch wiring, damp locations and IP. 20.4 inch
length x 11.7 inch width x 7 inch height. A
complete fixture includes a housing and trim,
sold separately.
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