
T216 MR16 Delta 200 Track Fixture 12V
S PE C  # JUN26009

B R A N D Juno Lighting

D E S C R I PT I O N

T216 Delta 200 MR16 Track Head features a sleek,
semi-exposed contemporary chic design made of
die-cast aluminum in White finish. 90 degree
vertical aiming capability and 358 degree rotation.
One 50 watt, 12 volt GU5.3 MR16 halogen bulb or
LED equivalent is required, but not included.
Halogen dimmable with a low voltage electronic
dimmer with T537 or T537 transformer. Consult
bulb manufacturer for dimmer compatibility when
using LED equivalent. UL listed. 4.25 inch height x
2.6 inch depth. Compatible with Juno Lighting
Trac-Lites 1-circuit and Trac-Master 1-circuit and 2-
circuit 120 volt line voltage track systems. Fixture
requires T537 or T538 transformer to operate, sold
separately.

S H A D E  C O L O R N/A

B O DY  F I N I S H White

WAT TA G E 50W

D I M M E R Low Voltage Electronic

D I M E N S I O N S 4.25"H x 2.6"D

B U L B  N O T  I N C L U D E D

L A M P 1 x MR16/GU5.3 (bipin)/50W/12V Halogen

1 x MR16/GU5.3 (bipin)/12V LED

S P E C  # JUN26009
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