Lightology

lightology.com
866-954-4489
07-30-26

T301 PAR Universal Track Fixture 120V
By Juno Lighting

Project:

Company:

Location: Fixture Type:
SPEC #: JUN26056

Approved On: Approved By:

Description

T301 Universal Track Fixture offers a wide range of lamp
options depending on the application. Medium base
porcelain with nickel plated copper screw shell. Socket
adjustable for proper lamp positioning. Features 90
degree vertical aiming capability and 358 degree rotation,
one locking knob provided. Finish available in Black. One
120 volt, 27-50 watt R20, 35-50 watt PAR20, 45-85 watt
BR30, 35-75 watt PAR30, 65-120 watt BR40, or 45-250 watt
PAR38 medium base bulb is required, but not included.
Incandescent/halogen bulb option dimmable with a
standard incandescent dimmer. Consult with bulb
manufacturer for dimmer compatibility when using LED
bulb option. UL listed. Compatible with Juno Lighting
Trac-Lites 1-circuit and Trac-Master 1-circuit and 2-circuit
120 volt line voltage track systems.

Specifications

COLOR . . . . . N/A
BODYFINISH . . . . . . . .. White
WATTAGE . . . . . . oo 250W
DIMMER . . . . . . oo Standard 120V
DIMENSIONS . . . . . . . . . .. 2"W x 6.5"D
BULB NOTINCLUDED . . . . . .. 1x PAR38/Medium (E26)/250W/120V Halogen
OTHERBULBOPTIONS . . . . . . . ... .. 1x PAR38/Medium (E26)/120V LED

1x PAR20/Medium (E26)/120V Halogen

1x PAR20/Medium (E26)/120V LED

1x R20/Medium (E26)/120V Incandescent
1x R20/Medium (E26)/120V LED

1x BR30/Medium (E26)/120V Halogen

1x BR30/Medium (E26)/120V Incandescent
1x BR30/Medium (E26)/120V LED

1x BR40/Medium (E26)/120V Incandescent
1x BR40/Medium (E26)/120V LED

1x PAR30S/Medium (E26)/120V Halogen
1x PAR30S/Medium (E26)/120V LED

Notes:



https://www.lightology.com/

	Project 1: 
	Company 1: 
	Location 1: 
	FixtureType 1: 
	ApprovedOn 1: 
	ApprovedBy 1: 


