T305 PAR30 Step Cylinder Track Fixture 120V

Lightology 1
®

BRAND Juno Lighting

DESCRIPTION
T305 Trac-Master Step Cylinder Track Head

combines classic styling with high-quality metallic
and enamel finishes in White with White or Black
baffle or Black with Black baffle. Features drawn-
steel construction with polycarbonate stem. 90-
degree vertical aiming capability and 358-degree
rotation. One 45-75 watt, 120 volt BR30 or one
35-75 watt PAR30L halogen bulb or LED equivalent 1
is required, but not included. PAR30L and BR30 \.__.T'
halogen/incandescent dimmable with a standard .
incandescent dimmer. Check with lamp

manufacturer for dimmer compatibility when

using LED equivalent lamp. UL listed. For use with

Juno Lighting Trac-Master 1-circuit and 2-circuit

and Trac-Lites 1-circuit line voltage track systems.

SHADE COLOR N/A

BODY FINISH White/ White Baffle

WATTAGE 75W

DIMMER Standard 120V

DIMENSIONS 4.6"W x 7.9"H

BULB NOT INCLUDED

LAMP 1 x PAR30L/Medium (E26)/75W/120V Halogen T

1x PAR30L/Medium (E26)/120V LED 4 3/8"

1x BR30/Medium (E26)/120V Halogen
1x BR30/Medium (E26)/120V Incandescent
1x BR30/Medium (E26)/120V LED

— 7 7/8" —

SPEC # JUN26064
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