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T366 Quartz Flood Track Fixture with Barn Doors 120V
By Juno Lighting

BULB NOT INCLUDED . . . . . . 1 x T4/D.C. Bayonet (BA15D)/250W/120V Halogen

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . 3.625"W x 6.375"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard 120V

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 250W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

T366 Quartz Flood Track Fixture with Barn Doors
is designed for wall wash or flood applications
requiring controlled light, higher intensities and
wattages. Steel housing in White finish. Features
hammertone specular aluminum and protective,
tempered clear glass shield. 90 degree vertical
aiming capability and 358 degree rotation. One
250 watt, 120 volt T4 DC Bayonet base halogen
lamp is required, but not included. UL listed.
Compatible with Juno Lighting Trac-Lites, Trac-
Master 1-circuit and Trac-Master 2-circuit 120 volt
line voltage track systems.
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