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T687 PAR20 Front Lamp Gimbal Track Fixture 120V
By Juno Lighting

OTHER BULB OPTIONS . . . . . . . . . . . . 1 x PAR20/Medium (E26)/120V LED

BULB NOT INCLUDED . . . . . . . . 1 x PAR20/Medium (E26)/50W/120V Halogen

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . 2.75"W x 6.5"H x 3.9"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard 120V

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

T687 PAR20 Front Lamp Gimbal Track Fixture
features the clean, functional lines that allow for
maximum adjustability. Front loading gimbal
fixtures relamp from the front, have fixed socket
mount and on/off switch. The minimum profile
with stylized yoke design is ideal for retail and
commercial applications. Features die-formed
steel body. 90 degree vertical aiming capability
and 358 rotation. One 50 watt, 120 volt PAR20
medium base bulb is required, but not included.
Halogen bulb option dimmable with a standard
incandescent dimmer, sold separately. Check
with bulb manufacturer for dimmer compatibility
when using LED bulb option. Compatible with
Juno Lighting Trac-Lites, Trac-Master 1-circuit and
Trac-Master 2-circuit 120 volt line voltage track
systems.
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