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TL103 Halogen Flood Track Fixture 12V
By Juno Lighting

BULB NOT INCLUDED . . . . . . . . . . . . . 1 x JC/G4 (bipin)/20W/12V Halogen

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . 3.9"W x 1.25"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 20W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Frosted

Specifications

Description

TL103 Halogen Flood Track Fixture offers effective
flood and task lighting in a low-profile package.
Slide-on frosted lens enables lamp replacement
without tools. Finish available in White or Black.
One 12 volt, 20 watt JC G4 bi-pin bulb is required,
but not included. UL listed. Compatible with Juno
Lighting Trac 12 and Trac 12/25 low voltage track
systems.

Notes:

https://www.lightology.com/

	Project 1: 
	Company 1: 
	Location 1: 
	FixtureType 1: 
	ApprovedOn 1: 
	ApprovedBy 1: 


