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TL117 Trac 12 MR16 Flyback Track Fixture 12V 
By Juno Lighting

OTHER BULB OPTIONS . . . . . . . . . . . . . . 1 x MR16/GU5.3 (bipin)/12V LED

BULB NOT INCLUDED . . . . . . . . . . 1 x MR16/GU5.3 (bipin)/50W/12V Halogen

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . 4"L x 3.75"W x 3"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

TL117 Trac 12 MR16 Flyback Spotlight Track Fixture
provides high intensity display and accent
lighting using small scale, high-styled, track
lights. Features 90 degree vertical aiming
capability and 358 degree rotation. Glass lens
included with lamp holder. A wide variety of light
control accessories (sold separately) complete the
offering. Finish available in White or Black. One 50
watt, 12 volt, GU5.3 MR16 halogen lamp is
required, but not included. UL listed. For use with
Juno Lighting Trac 12 low voltage track system.
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