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TL140 MR16 Gyrus Track Fixture 12V
By Juno Lighting

OTHER BULB OPTIONS . . . . . . . . . . . . . . 1 x MR16/GU5.3 (bipin)/12V LED

BULB NOT INCLUDED . . . . . . . . . . 1 x MR16/GU5.3 (bipin)/50W/12V Halogen

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . 5.5"L x 3"W x 3.38"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

TL140 Gyrus MR16 Track Fixture combines
dramatic aerodynamic styling with an integrated
accessory holder that accepts up to two standard
2 inch diameter lenses and louvers. The snap-on
design makes this an easy to accessorize fixture
for more demanding display lighting
applications. Features 90 degree vertical aiming
capability and 358 degree rotation. Die-cast
aluminum lamp housing available in White finish.
Extruded aluminum support stem conceals lamp
lead wires. Glass lens included. May be used with
up to two 2 inch accessories simultaneously, sold
separately. One 50 watt 12 volt GU5.3 MR16 bulb is
required, but not included. UL listed.Compatible
with Juno Lighting Trac 12 and Trac 12/25 low
voltage track system.
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