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TL547 150W Surface Mount Electronic Transformer 12V
By Juno Lighting

BULB . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . 7"L x 2.5"W x 1.6"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 150W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

TL547 12 Volt 150 Watt Electronic Transformer is
rated for 50 to 150 watts for incandescent loads.
For in-line use with Trac 12 only. Can be used for
remote installation up to 5 feet away with Trac 12
or Trac 12/25. End or top feed supply wiring using
1/2 inch electrical connectors. Features an On/off
switch, automatic resetting thermal, overload and
short circuit protection. Finish available in Black
or White. UL listed. 7 inch length x 2.5 inch with x
1.6 inch height. For use with Juno Lighting Trac 12
and Trac 12/25 low voltage trac systems.
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