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TLP315 Decorative Flute Metal Shade
By Juno Lighting

BULB NOT INCLUDED . . . . . . . . . . . 1 x JC/GY6.35 (bipin)/37W/12V Halogen

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4"W x 9"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 37W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Satin Nickel

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Silver

Specifications

Description

Decorative Flute Metal Shade features a metal
shade made of spun steel in Silver finish. Shade
provided with satin nickel hardware. Pendant
cord set and one 37 watt, 12 volt JC GY6.35 bi-pin
halogen lamp is required, but sold separately. UL
listed. 4 inch diameter x 9 inch height.
Compatible with Juno Lighting Trac 12 and Trac
12/25 low voltage track systems, and Trac-Lites,
Trac-Master 1-circuit and Trac-Master 2-circuit line
voltage track systems.
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