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Trac-Master TP Pendant Cordset
By Juno Lighting

BULB NOT INCLUDED . . . . . . . . . . . 1 x JC/GY6.35 (bipin)/50W/12V Halogen

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 78"L

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The TP Series halogen pendant cordsets require
the use of a T537 or T538 electronic transformer or
Juno low voltage recessed monopoints. Available
in Black, White or Silver in a 78 or 144 inch length.
The cordset assembly includes a splice
compartment with terminal block for field-
shortening the cable, a 7 inch cord straightening
sleeve, socket assembly, and frosted glass diffuser
capsule. Cordsets, pendant shades, halogen
lamps, monopoints, and transformers are all
ordered separately. Compatible with Juno
Lighting Trac-Lites, Trac-Master 1-circuit and Trac-
Master 2-circuit 120 volt line voltage track
systems.
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