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T4 G24D-3 Base 26W 120V
By Bulbrite

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 1710 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 65.77

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 82 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 10000 hours

Technical Information

BULB . . . . . . . . . . . . . . . . T4/G24d-3/26W/120V Compact Fluorescent

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6.8"L

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 26W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

CFL T4 G24D-3 Quad 2-Pin base 120 volt compact
fluorescent lamp. Magnetic 2-Pin. Perfect for
recessed cans, ceiling fixtures, wall sconces and
commercial applications. Minimum starting
temperature 14°F. Energy saving. Long lamp life -
average 10,000 hours.
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