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Saturn Wall Light
By Baselite Corporation

BULB NOT INCLUDED . . . . . . . 1 x A19/Medium (E26)/72W/120V Incandescent

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . 12"W x 9.5"H x 11"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard 120V

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 72W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . Satin Aluminum

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Frost

Specifications

Description

Saturn Wall Light fixture is highly customizable.
Glass diffuser available in red, clear, prismatic,
frost, blue, green and amber. Finish available in
black, dark green, red, white, medium blue,
yellow, polished aluminum, galvanized, navy blue,
architectural bronze, patina, rust, stucco, sage,
satin aluminum/copper with a clear coat, polished
aluminum with a clear coat, satin aluminum with
a clear coat, iron bronze, copper tone, canal
green, anodized charcoal and anodized bronze.
Can be mounted as a wall sconce or as a pendant.
Each fixture is pre-wired with 48 or 96 inch leads.
Available with cord or stem sets. Fixture available
with incandescent or compact fluorescent
lamping option. One 100 watt, 120 volt, A19
Medium base incandescent bulb is required, but
not included. 12 inch diameter x 9.5 inch height x
11 inch depth.
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