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Euro Halogen Wall Spot
By Hunza Lighting

BULB NOT INCLUDED . . . . . . . . . . . . . . . 1 x MR11/GU4/10W/12V Halogen

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . 1.75"W x 3.87"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 10W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . Stainless Steel

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Euro Outdoor Halogen Wall Spot is a wall
mounted luminaire with a fully adjustable head
allowing for 360 degree rotation and 0-90 degree
elevation. Designed to be mounted on walls and
provide directional light for pathways and
structural elements of a building. Machined from
solid Copper or 316 Stainless Steel with a clear
tempered glass lens, high temperature silicon
gaskets and integral hex cell louver. One 10 watt,
12 volt GU4 MR11 halogen bulb is required, but not
included. UL listed. IP66 rated for wet locations.
1.75 inch diameter x 3.87 inch depth with 3 inch
diameter canopy. WBAP wall box adapter plate
required to cover standard USA junction box.
Required transformer and optional accessories
sold separately.
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