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12V In Ground Light
By Hunza Lighting

BULB NOT INCLUDED . . . . . . . . . . . . 1 x AR111/G53 (M4)/100W/12V Halogen

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . 6.5"W x 14.4"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 100W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . Stainless Steel

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

Inground 1-11 up light is suitable for use with 50,
70, and 100 watt lamps which have a range of
beam angles from 8 to 45 degrees and is
complete with its own 120 volt integral power
supply. Is dimmable. The dome covering the
halogen lamp minimizes glare. Can be driven
over (max weight 3000lbs) or walked over.
Features a "flush fit" lens that stops water pooling
and depositing dirt on the lens. Flange finish
available in bronz or stainless steel. Body finish in
black. Frosted lens (IGFL) accessory available. One
100 watt, AR111 lamp, not included. CSA listed.
IP66 Wet Location listed. Made in New Zealand.
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