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12V Pillar Lite Halogen Wall Light
By Hunza Lighting

OTHER BULB OPTIONS . . . . . . . . . . . . . 2 x MR16/GU5.3 (bipin)/12V LED

BULB INCLUDED . . . . . . . . . . . . 2 x MR16/GU5.3 (bipin)/20W/12V Halogen

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . 2.5"W x 5.5"H x 4.35"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 40W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . Stainless Steel

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Pillar Lite Halogen Wall Light illuminates
both upward and downward, giving columns,
gateway pillars and entrances a dramatic effect.
Available in 316 Stainless Steel finish with clear
flush fit shatter resistant glass lenses. IP66 rated
for wet locations. WBAP wall box adapter plate
required to cover standard USA junction box.
Required transformer and optional accessories
sold separately. Dimmer type dependent on type
of transformer/power supply selected (low voltage
electronic or low voltage magnetic).
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