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Spike Spot Halogen Adjustable Inground Light
By Hunza Lighting

OTHER BULB OPTIONS . . . . . . . . . . . . . . 1 x MR16/GU5.3 (bipin)/12V LED

BULB INCLUDED . . . . . . . . . . . . 1 x MR16/GU5.3 (bipin)/20W/12V Halogen

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.5"W x 3"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 20W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Spike Spot Adjustable Outdoor Light has
been designed for easy insertion into the earth
and can be aimed at a bush, tree or any
landscape feature. The fully adjustable head
allows for 360 degree rotation and 0-90 degree
elevation adjustment. Machined from aluminum
with finish available in powder coated Black,
Bronze or Green, solid Copper, or 316 Stainless
Steel with a clear tempered stepped glass lens
and high temperature silicon gaskets. Includes 8
inch spike and one 20 watt 12 volt GU5.3 MR16
halogen lamp. UL listed. IP66 rated for wet
locations. Optional super spike accessory
available, sold separately. Low voltage
transformer required, sold separately.
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