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H1499RTAT 4 Inch Non-IC Air-Tite Remodel Housing
By Halo

CEILING TYPE . . . . . . . . . . . . . . . . . . . . . . . . . Drywall with Trim

HOUSING TYPE . . . . . . . . . . . . . . . . . . . . . . . . Remodel NON IC

HOUSING HEIGHT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6"

PRODUCT DIMENSIONS . . . . . . . . . . . . . . . . . . Ceiling Cutout: 4.25 In

Technical Information

OTHER BULB OPTIONS . . . . . . . . . . . . . . 1 x MR16/GU5.3 (bipin)/12V LED

BULB NOT INCLUDED . . . . . . . . . . . . . 1 x MR16/GU5.3 (bipin)/12V Halogen

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . 14.125"L x 4.875"W x 5.5"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Magnetic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

REFLECTOR/BAFFLE COLOR . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

H1499RTAT 4 inch Non-IC Air-Tite remodel
housing is formed of CRS with a powder coat
finish. Remodel housing can be installed from
below the ceilling and includes four remodel clips
to secure the housing and accommodates .5 inch
and .63 inch ceiling materials. Designed for non-
insulated ceilings or existing insulated ceilings
where the insulation is kept 3 inches from all
sides of the housing. Includes a magnetic
transformer. UL listed. Damp location listed. Wet
location listed with select trim options. Lamp
ratings based on trim selected, sold separately.
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