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E-5A19 A Lamp Downlight Reflector
By Iris

FUNCTION . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Downlight

CEILING TYPE . . . . . . . . . . . . . . . . . . . . . . . . . Drywall with Trim

APERTURE SHAPE . . . . . . . . . . . . . . . . . . . . . . . . . . . Round

APERTURE SIZE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5.250"

Technical Information

BULB NOT INCLUDED . . . . . . . 1 x A19/Medium (E26)/72W/120V Incandescent

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6.75"W

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard 120V

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 72W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

REFLECTOR/BAFFLE COLOR . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

A 5 inch aperture specification grade open
downlight reflector for 100W maximum A-line
tungsten-halogen lamps. The 50 degree cutoff to
lamp and lamp image provides a smooth, glare
free medium beam distribution of light. Use for
general area illumination. Reflector available in
black, clear, haze, gold, warm haze, gloss white
and matte black. Features white die-cast flange.
Flange also available in raw natural die-cast and
self flange painted white. P5 platform (housing)
and M120 lamp module is required to create a full
fixture. 5.25 aperture. Overall diameter is 6.75
inches.
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