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E3SLOT 3 Inch Adjustable Accent Slot Cut Reflector

By Iris

Description

Three inch adjustable accent with reflector
features an adjustment mechanism with hot
aiming capability, aiming marks and toolless
locking. Reflector available in clear, white, yellow
warm haze, gold, clear haze and black specular
alzak. Special cone colors included Cognac
amber, chocolate brown, blush pink, graphite
grey, pine green or sky blue which are all also
available in a semi specular haze satin/brushed
finish. For use with 75W maximum low voltage
MRI16 halogen lamps. P3MR or PN3MR platform
(housing) is required to create a full fixture.
Aperture is 3.5 inches. Overall diameter is 513
inches.

Specifications

REFLECTOR/BAFFLECOLOR . . . . . . . . . . . o Clear
BODYFINISH . . . . . . .. .o Polished
WATTAGE . . . . . . o e 75W
DIMMER . . . . . o N/A
DIMENSIONS . . . . . . . . ... 3.5"W x 5125"H
BULBNOTINCLUDED . . . . . . .. .. 1x MRI16/GUS5.3 (bipin)/75W/12V Halogen
OTHERBULBOPTIONS . . . . . . . . ... ... 1x MR16/GU5.3 (bipin)/12V LED

Technical Information

APERTURESIZE . . . . . . . . . oot 3.500"
APERTURE SHAPE . . . . . . . . . . . o it Round
CEILINGTYPE . . . . . . . . o Drywall with Trim
FUNCTION . . . . . . o oo e e Adjustable Accent
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