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Low Rider Fast Jack Head with S1 Little Solid Shade
By PureEdge Lighting

BULB NOT INCLUDED . . . . . . . . . . 1 x MR16/GU5.3 (bipin)/50W/12V Halogen

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . 3.45"L x 2.5"W x 1.2"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50W

BODY FINISH . . . . . . . . . . . . . . . . . . Polished Nickel / Polished Nickel

SHADE COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

Low Rider Fast Jack fixture head with S1 little
solid shade rotates 360 degrees and tilts 90
degrees. Available in a 1 inch stem length. Mounts
to a Monorail connector, Monorail 2 Circuit
connector, or Fast Jack canopy, sold separately.
Finish available in Antique Bronze. One 12 volt, 50
watt IR MR16 GU5.3 halogen lamp is required, but
not included. Fast Jack canopy required if used as
a monopoint, sold separately.
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