
lightology.com
866-954-4489

07-30-26

Project:

Company:

Location: Fixture Type:

SPEC #: EDG49201

Approved On: Approved By:

Harley Fast Jack Head
By PureEdge Lighting

OTHER BULB OPTIONS . . . . . . . . . . . . . . 1 x MR16/GU5.3 (bipin)/12V LED

BULB NOT INCLUDED . . . . . . . . . . 1 x MR16/GU5.3 (bipin)/75W/12V Halogen

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . 2.59"W x 4.72"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 75W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . Polished Nickel

SHADE COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

Fast Jack Harley  is a heavy duty, high tech head
featuring 360 degree rotation and 180 degree tilt.
Holds up to one accessory lens or louver, sold
separately. Available with a 5 inch stem length.
For use on Monorail or Monorail 2-Circuit track
systems, or Fast Jack canopy, sold separately.
Includes Fast Jack Connector. Finish available in
Polished Nickel. Requires one 12 volt, 75 watt
GU5.3 base MR16, sold separately. Fast Jack
canopy required when used as a monopoint, sold
separately.
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