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Neo Pro Aim Fast Jack Head
By PureEdge Lighting

OTHER BULB OPTIONS . . . . . . . . . . . . . . 1 x MR16/GU5.3 (bipin)/12V LED

BULB NOT INCLUDED . . . . . . . . . . 1 x MR16/GU5.3 (bipin)/50W/12V Halogen

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . 3.11"L x 2.6"W x 3"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Satin Nickel

SHADE COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

Neo Fast Jack Pro Aim head can adjust to 180
degrees and rotate 360 degrees. Pro Aim fixtures
feature precision machined gear adjustment, and
hot aiming with an Allen screwdriver (included).
Screw-on hood holds up to three accessory lenses
and allows easy access for re-lamping. Optical
lens orientation does not lock on Neo. Mounts to
a Monorail connector, Monorail 2 Circuit
connector, or Fast Jack power canopy, sold
separately. Finish available in Polished Nickel. One
50 Watt, 12 Volt, IR, MR16 GU5.3 lamp is required,
but not included. ETL listed. Canopy required if
used as a monopoint, sold separately.
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