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Aura Ceiling Flush Mount Light
By Nemo

OTHER BULB OPTIONS . . . . . . . . . . . . . 2 x A19/Medium (E26)/120V LED

BULB NOT INCLUDED . . . . . . . 2 x A19/Medium (E26)/60W/120V Incandescent

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . 13.75"L x 13.75"W x 3.5"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard 120V

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 120W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Chrome

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Opal

Specifications

Description

Aura Ceiling Flush Mount features an Opal glass
diffuser with a Chrome metal finish. Can be
mounted to standard 4 inch octagonal junction
box. Available in Incandescent, Compact
Fluorescent and LED options. Incandescent: Two
60 watt, 120 volt A19 type Medium base
incandescent bulbs are required but not
included. CFL: Two 13 watt, 120 volt Compact
Fluorescent type GU24 base bulbs are required,
but not included. LED: One 1 watt, 120 volt LED
type bulb is included. UL listed for dry or damp
locations. 13.75 inch width x 3.5 inch height.
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