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TL103 LED Mini-Flood Track Fixture 12V
By Juno Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 44 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 10.00

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/4.4W/12V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . 3.75"W x 1.6"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4.4W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

TL103 LED Mini Flood Track Fixture approximates
the lumen output and light distribution of a 20
watt halogen flood, utilizing less than 1/4 of the
energy and having a rated life of 50,000 hours.
Made of die cast aluminum available in White,
Black or Silver finish. Can be placed anywhere
along the track, plus it can be rotated and aimed
in any direction, making it a versatile linear
lighting choice. It can also be used within display
cases and cabinets, providing a crisp wash of light
over the illuminated object. Includes one 4.4 watt,
12 volt 3000K LED module, 44 lumens. UL listed.
Compatible with Juno Lighting standard Trac 12
and Trac 12/25 low voltage track systems.
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