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Essex Freejack Pendant
By Visual Comfort Modern

BULB INCLUDED . . . . . . . . . . . . . 1 x JC/GY6.35 (bipin)/50W/12V Halogen

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . 81.5"L x 5"W x 9.5"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . Antique Bronze

SHADE COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . Beach Amber

Specifications

Description

Essex Freejack Pendant features individually
slumped glass panels joined with a metal frame.
Halogen: One 50 watt, 12 volt halogen bi-pin lamp
is required, but not included. Compatible for use
with 1-circuit and 2-circuit Monorail track systems
or Freejack canopy. Halogen: Includes 12 volt, 50
watt halogen bi-pin lamp. LED: Includes 12 volt, 8
watt replaceable 90 CRI 3000K LED SORAA
module, six feet of field-cuttable suspension
cable, and a Freejack connector. Freejack canopy
required if used as a monopoint, sold separately.
LED canopy compatible with both halogen and
LED lamp options. Dimmer type dependent on
system transformer (low voltage magnetic or
electronic).
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