
lightology.com
866-954-4489

07-30-26

Project:

Company:

Location: Fixture Type:

SPEC #: PHL55365

Approved On: Approved By:

EnduraLED Dimmable PAR30 Medium Base 12W 120V 22 Deg 2700K
By Philips LED

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 660 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 55.00

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 85 CRI

BEAM ANGLE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 22°

CENTER BEAM CBCP . . . . . . . . . . . . . . . . . . . . . 2900 candlepower

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 45000 hours

Technical Information

BULB . . . . . . . . . . . . . . . . . . . PAR30L/Medium (E26)/12W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4.4"L

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 12W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

EnduraLED Dimmable PAR indoor flood LED
lamps with high brightness LEDs are perfect for
track and recessed lighting. Simply install into
existing fixtures and begin saving energy and
money. Ideal for general and accent lighting in
retail, hospitality and residential spaces. Emits
virtually no UV/IR light in the beam. Lasts 45,000
hours rated average life. Crisp, uniform beam
highlights merchandise or illuminates general
areas. Available in 2700K, 3000K and 4200K color
temperature as well as a PAR30S, PAR30L and
PAR38 lamp options. Contains no mercury.
Projects a 20 or 22 degree beam angle. Available
in a dimmable and non-dimmable version. 12
watt, 120 volt, PAR30L medium base LED lamp.
UL listed. 4.4 inch length.
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