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Radio Powr Savr Wall Mount Occupancy Sensor
By Lutron

BULB . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . 1.8"W x 4.35"H x 1.35"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

Radio Powr Savr Wall Mount Occupancy Sensor is
available in White. Requires compatible receiving
device such as a Maestro Wireless dimmer, sold
separately. Operates at 454 MHz.  Features auto-
on/auto-off and manual on/auto-off functions.
Wall Mount features a 180 degree field-of-view.
Timeout options include 1, 5, 15, and 30 minutes.
Multiple sensors can be added for extended
coverage--refer to manufacturers product specs
to determine system limits with multiple sensors.
Unit does not feature a low light level setting. For
indoor use only. One 10-year battery is included.
Mount 6-8 feet from the floor for best
performance. Mount within 60 foot line of sight or
30 foot through walls of the receiving device.
Temporary mounting hardware is included for
optimum sensor placement and coverage.
Mounts on the wall, not in wallbox. 1.8 inch width
x 4.35 inch height x 1.35 inch depth. UL listed.
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