
lightology.com
866-954-4489

07-30-26

Project:

Company:

Location: Fixture Type:

SPEC #: EDG57691

Approved On: Approved By:

FJ Scope LED Pendant With Crystal
By PureEdge Lighting

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2994K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 95 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

Technical Information

BULB INCLUDED . . . . . . . . . . . . . . . . . . . . . . . LED/9.3W/12V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . 2.125"W x 14.5"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9.3W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Satin Nickel

SHADE COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Crystal

Specifications

Description

FJ Scope LED pendant is a classic contemporary
cylinder fixture with crystals hanging from the
center of the cylinder. Features a rotating lens to
modify the beam diameter from a 20 degree spot
to a 50 degree flood. The cool-to-touch lens
allows adjustment while the fixture is lit. Mounts
to Monorail, Monorail 2 Circuit, or Fast Jack power
canopy, sold separately. Includes 8 feet of field-
cuttable coaxial cable and a fast jack connector.
Finish available in satin nickel. Integrated 9.3 watt,
12VAC, LED, 2994K, 95CRI lamp. Features 70
percent lumen maintenance based on 50,000
hours operation. ETL listed. 2.125 inch diameter x
14.5 inch height.
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