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LEDR315 3.5 Inch 12W Spot Beam Square Pinhole Downlight Trim
By Contrast Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 384 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 32.00

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

BEAM SPREAD . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Spot

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

FUNCTION . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Downlight

CEILING TYPE . . . . . . . . . . . . . . . . . . . . . . . . . Drywall with Trim

APERTURE SHAPE . . . . . . . . . . . . . . . . . . . . . . . . . . . Pinhole

APERTURE SIZE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.687"

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . . . LED/12W/12V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . 4.25"W x 0.125"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 12W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . Brushed Chrome

REFLECTOR/BAFFLE COLOR . . . . . . . . . . . . . . . . . . . . . . . Clear

Specifications

Description

3.5 inch square recessed downlight in brushed
chrome with a clear reflector has a spot beam
spread (15 to 20 degrees) with a 12 watt, 3000K LED.
Available in white, black, 24K gold, chrome, brushed
chrome, architectural bronze, antique copper,
antique brass, antique silver, matte white, brushed
nickel, satin nickel, almond, metallic grey, and satin
chrome finishes with white, black, matte white,
azur, black, burnt orange, cobalt blue, champagne,
clear, inca gold, and rubis reflectors. For use with
new construction housing NWLED300LU1 and
ISLED300U1, and remodel housing RELED300LU1,
sold separately. A complete fixture consists of
housing and trim. UL listed for damp location.
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