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Rusty Tapered Outdoor Bollard
By SLV Lighting

BULB NOT INCLUDED . . . . 1 x CF/Medium (E26)/9W/120V Compact Fluorescent

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . 7.5"W x 15.7"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Rusty Iron

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

Rusty Tapered Outdoor Bollard is made of steel in
Rusty Iron finish with a polycarbonate diffuser.
Includes screws. Small: One 6 watt, 120 volt
Medium base Compact Fluorescent bulb is
required, but not included. 7.5 inch diameter x
15.7 inch height. Large: One 6 watt, 120 volt
Medium base Compact Fluorescent bulb is
required. 7.5 inch diameter x 27.5 inch height. ETL
listed. IP55 rated for wet locations. Earth spike
accessory available, sold separately.
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