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FreeJack Envision Head
By Visual Comfort Modern

OTHER BULB OPTIONS . . . . . . . . . . . . . . 1 x MR16/GU5.3 (bipin)/12V LED

BULB NOT INCLUDED . . . . . . . . . . 1 x MR16/GU5.3 (bipin)/50W/12V Halogen

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . 7.5"L x 2.7"W x 3.4"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Satin Nickel

SHADE COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

FreeJack Envision Head is a specification grade
head with precision internal gearing mechanisms
that allows for hot aiming and are self-locking.
Finish in Satin Nickel. Rotates 360 degrees and
pivots 0 degrees to 90 degrees. Lamp cartridge
and lens orientation adjust 180 degrees. Lamp
cartridge is keyed to maintain accurate focus
during re-lamping. All functionality can be fine
tuned using a Phillips or flat head screwdriver
with the guide of accompanying markings. Up to
two MR16 lenses or louvers, sold separately, are
held captive inside the lamp cartridge which
includes an integral glare reducing snoot. One 50
watt 12 volt GU5.3 MR16 halogen bulb is required,
but not included. Includes Freejack connector.
ETL listed. 2.7 inch diameter x 3.4 inch depth x 3.5
inch or 7.5 inch stem length. Canopy required for
use as a monopoint, sold separately.
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