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QP Genesis Pendant
By WAC Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 210 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 23.33

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 85 CRI

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . . 1 x LED/9W/12V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . 147.5"L x 3.75"W x 3.5"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . Brushed Nickel

SHADE COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Clear

Specifications

Description

Quick Connect Genesis LED Pendant combines
functional performance and ambient lighting
with dual up-light and down-light LED engines.
Made of die-cast aluminum in Brushed Nickel
finish with a glass ball and glass lens. Includes
one 12 volt, 5 watt 3000K Warm White field
replaceable LED moduel, 85CRI. 50,000 hour
average lamp life. Includes 12 foot field adjustable
suspension cable and QP connector. UL listed. 5
year WAC Lighting product warranty. 3.75 inch
diameter x 3.5 inch height x 147.5 inch overall
length. Requires Quick Connect canopy, sold
separately.
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