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T8 Octron 800 XP Med BiPin Base 32W 120V 48in 2700K
By Raise Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . 3000 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 93.75

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 85 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 36000 hours

Technical Information

BULB . . . . . . . . . . . . . . . . . . T8/T8 Bipin (G13)/32W/120V Fluorescent

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 48"L

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 32W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

Specifications

Description

T8 Octron 800 XP medium bipin base flourescent
lamp. Octron series lamps should be operated
with magnetic rapid start ballasts or electronic
instant start, rapid start, or program rapid start
ballasts.
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