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Nexus Suspension
By Generation Lighting

BULB NOT INCLUDED . . . . . . . . . . 1 x T10CIRC/G10q/32W/120V Fluorescent

BULB NOT INCLUDED . . . . . . . . . . 1 x T10CIRC/G10q/40W/120V Fluorescent

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . 25.75"W x 24.75"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . Not Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 72W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . Brushed Nickel

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

Specifications

Description

Nexus 2 light suspension features an acrylic white
diffuser with a brushed nickel finish. Fixture is
both elegant and energy efficient. Nexus fixture
is a dual mount fixture and can be installed as a
flush mount or as a pendant. Includes 144 inches
of wire. May also be used with a chain, 36 inch
length supplied. Available in a suspension, ceiling
and wall sconce version. One 40 watt and one 32
watt, 120 volt, T10 cicline G10Q base fluorescent
lamps included. General light distribution. UL
listed for dry locations. Energy Star compliant.
Meets title 24 efficacy standards. Height with
chain is 60.75 inches. Height if flush mount is
22.25 inches. 25.75 inch diameter x 24.75 inch
height.
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