
4IN Round Baffle Pinhole Trim
S PE C  # EUF184562

B R A N D Eurofase

D E S C R I PT I O N

Pinhole Round 4 Inch Trim features an extremely
small aperture for minimal visibility of the fixture
on the ceiling surface. Fixed downlight. Stamped
metal construction. One 50 watt, 12 volt MR16 type
GU5.3 base halogen or 50 watt, 120 volt MR16 type
GU10 base halogen bulb (or LED equivalent) is
required but not included. Lamp type dependent
on housing/trim combination. Note: A complete
fixture requires a housing and trim, sold
separately.

T R I M  C O L O R N/A

B O DY  F I N I S H Black

WAT TA G E 50W

D I M M E R Dimmable

D I M E N S I O N S 5"W x 1.87"H

B U L B  N O T  I N C L U D E D

L A M P 1 x MR16/GU5.3 (bipin)/50W/12V Halogen

1 x MR16/GU10/50W/120V Halogen

1 x MR16/GU10/120V LED

1 x MR16/GU5.3 (bipin)/12V LED

Technical Information

F U N C T I O N Adjustable Accent

C E I L I N G  T Y P E Drywall with Trim

A P E R T U R E  S H A P E Pinhole

A P E R T U R E  S I Z E 2.000"

S P E C  # EUF184562
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https://www.lightology.com/
https://www.lightology.com/index.php?module=prod_detail&prod_id=184565&option_id=184562
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