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FJ Pipe LED Pendant
By Raise Lighting

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 80 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . . 1 x LED/8W/12V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.2"W x 13.75"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Satin Nickel

SHADE COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Clear

Specifications

Description

The LED Pipe Fast Jack Pendant is a cylinder
shaped steel pendant with a clear diffuser on the
bottom. Finish in satin nickel. Includes 8 feet of
field-cuttable coaxial cable and Fast Jack
connector. Also available with a metal cap
accessory (K2-CAP-SN) for altering the fixture
look, sold separately. Mounts to a Monorail
connector, or Fast Jack LED power canopy, sold
separately. 80 CRI, 70 percent lumen
maintenance based on 50,000 hours of operation.
Includes 8 watt, 12 volt, 3000K LED lamp. Note:
Limited quantities available.
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